
iRACK
Series



“
Our strip mining lamp adopts a 

special lens and PCB design to 

ach ieve  the  un ique  l inear 

luminous effect This not only 

increases the aesthetics of 

lighting, enhances the effect of 

l ight  d is t r ibut ion,  but  a lso 

reduces glare

Aesthetics of Lighting





Specially designed 

lens increase 30% lux 

than UFO light

  iRACK UFO

25°90x110°60x110° 18°



160LM/W

Light Efficiency



① Hanging installation

② Bracket installation



-25~+45

Optical options:

Functions

Emergency

FFeeaattuurreess

Housing: Pure Aluminum A6063 
Thermal Conductivity: 226 W/m·K 
LED: LUMILEDS SMD3030
CRI: Ra>80

SDCM: <6

Power Factor: >0.95

THD: <15

Driver: SOSEN
Driver Efficiency: >92%

Protection: OTP, OCP, OVP, SCP 
Surge Protection: 4KV 
Waterproof: IP66

Impact Test: IK08

Electrical: 100~277V, 50/60Hz 
Operating Temperature: -25~45 
TM21 of LEDs: L90B10>80,000H 

Lifetime of driver: 50,000H
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ZigBee PWM DALI 0/1~10V

iRACK

160lm/w
Sosen

Model Watt Voltage Lumen CRI IP Dimension

iR100HE2I-PY

iR150HE3I-PY

iR200HE4I-PY

iR240HE5I-PY

100W

150W

200W

240W

100~277V

100~277V

100~277V

100~277V

16000LM

24000LM

32000LM

38400LM

>80

>80

>80

>80

IP66

IP66

IP66

IP66

592*105.4*79mm 
892*105.4*79mm

1192*105.4*79mm 
1492*105.4*79mm

AC220~240V

Philips

25°90x110°60x110°

Linear Highbay

18°

60x110°



Model Inner Carton(mm)
QTY/

INNER CTN Outer Carton(mm)
QTY/

Outer CTN NW/CTW
L*W*H
(MM)

iR100HE2I-PY

iR150HE3I-PY

iR200HE4I-PY

iR240HE5I-PY

/

/

/

/

/

/

/

/

660

960

1260

1560

1

1

1

1

2.40

2.90

3.90

4.40

592*105.4*79

892*105.4*79

1192*105.4*79

1492*105.4*79

/

/

/

/

/

/

/

/

170

170

170

170

130

130

130

130

GW/CTW

2.80

3.40

4.50

5.30

Packing
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