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1D-009

11 W

21 W

910 lm

1655 lm
9 pcs

Optical Angle Rated Power

1.9 kg

Net Weight Luminous FluxLED Quantity Lamp Size Gross Weight/Packing Size

7°/25°/40°/60°/
8×35°/10×50°

500×55×66mm

AC 220V

3000/4000K/RGB
2.2kg/575×135×120mm(1pcs/box)

1D-012

14 W

28 W

1205 lm

2183 lm
12 pcs

Optical Angle Rated Power

1.9 kg

Net Weight Luminous FluxLED Quantity Lamp Size Gross Weight/Packing Size

500×55×66mm

AC 220V

3000/4000K/RGB
2.2kg/575×135×120mm(1pcs/box)

7°/25°/40°/60°/
8×35°/10×50°

1D-018

21 W

42 W

1802 lm

3257 lm
18 pcs

Optical Angle Rated Power

3.4 kg

Net Weight Luminous FluxLED Quantity Lamp Size Gross Weight/Packing Size

7°/25°/40°/60°/
8×35°/10×50°

1000×55×66mm

AC 220V

3000/4000K/RGB
3.8kg/1085×135×120mm(1pcs/box)

1D-024

28 W

55 W

2408 lm

4343 lm
24 pcs

Optical Angle Rated Power

3.4 kg

Net Weight Luminous FluxLED Quantity Lamp Size Gross Weight/Packing Size

1000×55×66mm

AC 220V

3000/4000K/RGB 7°/25°/40°/60°/
8×35°/10×50°

3.8kg/1085×135×120mm(1pcs/box)

1D-009A
Optical Angle Rated PowerNet Weight Luminous FluxLED Quantity Lamp Size Gross Weight/Packing Size

40 W 2213 lm9 pcs 2.1 kg 500×55×66mm25°/40° 2.4kg/575×135×120mm(1pcs/box)

AC 220V

3000/4000K/RGBW

1D-018A
Optical Angle Rated PowerNet Weight Luminous FluxLED Quantity Lamp Size Gross Weight/Packing Size

80 W 4428 lm18 pcs 3.8 kg 1000×55×66mm25°/40° 4.2kg/1085×135×120mm(1pcs/box)

AC 220V

3000/4000K/RGBW
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Reinforced aluminum alloy lamp body, die cast aluminum end cover; smooth 

surface self-cleaning, beautiful appearance, solid structure;

High pressure integrated, simple appearance, beautiful and perfect fusion of 

architecture. Integral heat dissipation structure, which can transfer heat 

toExternal cooling;

Plug type waterproof structure, waterproof lasting effective, up to IP66. 

Isolated wire feeding structure, which can effectively prevent the cable from 

water vapor;

Signal terminal anti surge lightning ESD anti reverse circuit protection 

design, up to 4KV.

Features
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